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SPO775
3/8” Square drive

SP401 BUTTERFLY
3/8” Square drive

Max torque 75 ft-Ib

Bolt capacity M10
Weight .93 kg

10,000 RPM free speed
3 CFM required

Max torque 70 ft-Ib

Bolt capacity M10
Weight 1.1 kg

3 CFM required

10,000 RPM free speed

IMPACT WRENCHES
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SP403
1/2” Square drive

Max torque 230 ft-lIb
Bolt capacity M16
Weight 2.4 kg

7,000 RPM free speed
4 CFM required

SP403 K15

KIT with 10 sockets
9,10,11,13,14,17,19,22,24,27mm,
1x 5”extension and an oil pot.

SP0O750
3/4” Square drive

SP0714 Heavy duty
1/2” Square drive

Max torque 700 ft-lb
Weight 4.6 kg
4,200 RPM free speed

Max torque 400 ft-Ib 8 CFM required

Weight 2.6 kg
7,000 RPM free speed
4 CFM required

RATCHET WRENCHES

SP32-3012 Mini
\ %" Square drive

SP0735 Heavy Duty
4" Square drive

Max torque 90 ft-Ib
Weight 2kg

150 RPM free speed
5CFM required

SP33-3012 Mini

3/8” Square drive
Max torque 18 ft-Ib
Weight .5kg 240 RPM

SP33-3013 3/8 Sq.drive SP30K SP31K

/ SP34-3013 v2” Sq. drive
Standard Duty

Boxed Kit comprising
Ratchet Wrench 7 sockets
(9,10,11,13,14,17,19mm)
Extension bar,

Universal joint

Max torque 50ft-Ib
Weight 1.1 kg
150 RPM

ACFM required

SP7531 Y2" Chuck

with side handle

SP7955 3/8” Chuck
Reversible
SP7955KL

with keyless chuck

1650 RPM
Weight 1.36 kg
4 CFM required

4 CFM required

500 RPM Weight 1.36kg

SPO756
3/4” Square drive

Max torque 900 ft-Ib
Weight 5.6 kg

4,000 RPM free speed
8 CFM required

SP0709 Pistol grip
1" Square
drive

Max torque 1200 ft-Ib
Weight 9.3 kg

3,500 RPM free speed
12 CFM required

SP0O708 1" Square drive
/[S=1"Anvil. /L=6"Anvil

Weight 10.2 kg

Max torque 1200 ft-lb
4,000 RPM free speed
12 CFM required

SPO0711 1”7 Square drive
/S =1"Anvil. /L =6" Anvil

Weight 13.6 kg

Max torque 900 ft-Ib
3,000 RPM free speed
12 CFM required

SP7511 BIINESE Sp7233

4 CFM required

SP7945 V4" Chuck
Reversible with side handle

SP7945KL
Fitted with keyless chuck

650 RPM
Weight 1.36kg
4 CFM required

3/8” Chuck Y4” Chuck

2800 RPM

Weight .65kg

4 CFM required
1950 RPM
Weight 1.2kg SP710 2,500RPM

SP746 4,500 RPM
3/8” Chuck STRAIGHT

Weight .91kg 4 CFM reqd

SP709 Angle head

SP7091R Reversible
3/8” Chuck 1900 RPM

Weight .91kg 4CFM reqd

To convert ft-Ib to Nm x 1.356. Nm to ft-Ib x .7376

ALL TOOLS REQUIRE REGU
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