
Collets1/8”,1/4”, 3 & 6mm
22,000 RPM
Weight .4kg                     
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 SCREWDRIVERS
      SP 0905
STRAIGHT IMPACT TYPE
20 – 60 in-lb torque

Reversible
Weight .85kg
9000 RPM
4 CFM required

SP 0909
STRAIGHT CLUTCH TYPE
10 – 30 in-lb torque

Reversible
Weight .71kg
1500 RPM
4 CFM required

 SP802K KIT

 SP802 comes with 7 bits,
            allen key & spanner

DIE  GRINDERS

SP 512E EXTENDED
Length 330mm

Collets 1/8º,1/4º, 3 & 6mm
22,000 RPM
Weight 1.2 kg

SP 802  PISTOL GRIP
Adjustable clutch 45 – 115 in-lb
Different springs available

Reversible
Weight 1.18kg
1800 RPM
4 CFM required

 SP 803  PISTOL GRIP
Adjustable clutch 45 – 145 in-lb
Different springs available

Reversible
Weight 1.2kg
800 RPM
4 CFM required

     SP8221E   PISTOL GRIP
     Externally adjustable clutch

  
                                       also:
                                    SP8231E
26 – 71 in-lb                 44 – 100 in-lb
1650 RPM                         650 RPM
Reversible                                Reversible
Weight 1.2kg                             Weight 1.2 kg
4 CFM required                      4 CFM required

SP0001 PISTOL GRIP
Auto shut –off

5 –45 in-lb
( 3 springs reqd )
550 RPM
Trigger start
Reversible
Weight .72 kg
4 CFM required

SP0941 STRAIGHT
Auto start /shut-off
Externally
adjustable
clutch

                      3.5 – 14 in-lb
                   Weight .67kg
                 1000 RPM

    SP 552  MINI
  Front exhaust

Collets 1/8º,1/4º, 3 & 6mm
22,000 RPM
Weight .4kg

 SP 0505 ECONOMY
Front exhaust

Collets 1/8º,1/4º, 3 & 6mm
22,000 RPM
Weight .41kg

SP 512  STANDARD
Rear exhaust with safety
throttle

Collets 1/8º,1/4º, 3 & 6mm
22,000 RPM
Weight .57kg

SP 512K
Die Grinder Kit  3 & 6mm

in case with 10 mounted points

SP 5001 EXTENDED
Heavy Duty.   6mm collet

15,000 RPM
Weight 1.6 kg

SP5322E EXTENDED
Length 250mm
Adjustable speed

Collets 1/8º,1/4º, 3 & 6mm
22,000 RPM
Weight .64 kg

All Die Grinders featured on
this page are supplied with

a 6mm collet, except SP516
and SP0572 which have

collet sizes as stated.
1/8º, ¼º and 3mm collets
available for other models
SP512-8 with 8mm collet
All tools require at least 4
CFM air flow unless stated

otherwiseSP 522 ANGLE HEAD

Collets 1/8º,1/4º, 3 & 6mm
    22,000 RPM
        Weight .45kg

SP516 MICRO GRINDER

3mm Collet
54,000 RPM
Weight .11kg

Tool performance
is rated at 90 psi
with an adequate

flow of air.
All tools require
regular oiling.

A drip feed in-line
oiler is

recommended

SP 0572 MICRO ANGLE
                        GRINDER

31.7 dia. stones and sanding discs
22,000 RPM
Weight  .33kg

 ALL TOOLS REQUIRE REGULAR LUBRICATIONTo convert in-lb to Nm x .113        Nm to in-lb x 8.651


